
SPARE PARTS
EDT 990 VB Ear pad, velours, 

circumaural. . . . . . . . . . . . . . . . . . Order # 904.163
C-ONE HB Headband pad, black . . . . . . . Order # 709.409

TECHNICAL SPECIFICATIONS
Transducer type . . . . . . . . . . . . . . . . . . . Dynamic
Operating principle. . . . . . . . . . . . . . . . Open
Frequency response . . . . . . . . . . . . . . . 5 - 35,000 Hz
Nominal impedance . . . . . . . . . . . . . . . 32 Ω
Nominal SPL . . . . . . . . . . . . . . . . . . . . . . . 96 dB @ 1 mW @ 500 Hz
T.H.D. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . < 0,2% @ 1 mW @ 500 Hz
Power handling capacity . . . . . . . . . . 100 mW
Sound coupling to the ear . . . . . . . . . Circumaural
Nominal headband pressure . . . . . . 2.9 N
Weight (without cable). . . . . . . . . . . . . 290 g
Length and type of cable. . . . . . . . . . 1.60 m / 

straight cable 
Connection . . . . . . . . . . . . . . . . . . . . . . . . Gold plated stereo 

jack plug (3.5 mm) 
and 1/4" adapter 
(6.35 mm)

(all specifications acc. to EN 60 268-7)
APPLICATIONS
The TYGR 300 R was designed for gaming  applications in
a quiet environment. Due to the adjustable yokes and
headband made of spring steel, the headphones can be
ideally adapted to any head size. The connection cable
is single-sided and terminated with a 3-pole gold-plated
mini jack plug (3.5 mm) and a screw-on gold-plated 1/4"
adapter (6.35 mm). 

FEATURES
• Open gaming headphone
• Innovative acoustic fleece
• Rugged spring steel headband
• Single sided cable
• Soft ear cushions
• Gold plated jack plug 3.5 mm and 6.35 mm adapter
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